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CONTOUR 21+ A6698AA

CONTOUR 21+ | Basin mixer 136x146x143 mm, 110 mm spout projection in chrome finish, 3.8 
l/min (3 bar), no waste | DOC M compliant, Sequential cartridge, Hidden aerator, SmartShine

Every effort is made to ensure that the information provided is accurate. However, we cannot guarantee this, and accept no liability for any incorrect 
information.

Date created: 03/2024

 

General information

Product type: Washbasin mixers

Sub product type: Basin mixer

Brand: Armitage Shanks

Suite name: CONTOUR 21+

Designer: Ideal Standard

Colour: AA - Chrome

Surface finish effect: glossy

Height (mm): 143

Width (mm): 136

Length / Projection (mm): 146

Fixing method: Shank fixation

Net weight (kg): 2.01

EAN code: 4015413340151

Single sequential lever for on/off operation and temperature control. Supplied 
with service valves which include isolators, strainers, check valves, flow 
regulators and 15mm compression connections. Temperature factory set to 
40±1°C. Product will work on low pressure providing the flow regulatore is 
removed and replaced using a flow guide (A960191NU). Factory fitted 3.8 litre 
per minute flow regulator in an anti-vandal housing. 1.9 litre per minute eco 
spray outlet also supplied. Both require 1 bar minimum pressure. Clamping 
ring with three fixing screws for securefix to the basin which will not come 
loose if correctly installed.

Features

DOC M compliant Sequential cartridge

Hidden aerator SmartShine

Downloads

• Installation Guide

Product standard & certifications

Additional standards: EN 248 | DIN 4109-1 | EN 817

WRAS certificate name: 1705011

TMV3 certificate name: BC1870/0317

Product specifications

Amount of handles: 1

Blue Start technology: No

Colour code: AA

Colour description: chrome

Cool Body technology: No

DOC M compliant: Yes

Easy Fix technology: No

Handle position: Top

Image & drawing

https://asset-singular.idealstandard.com/singular/assets/A6698/ASH_Multisuite_Contur21+_IGuide_NN_A6697;A6698;A6790;A868310.pdf
http://www.idealstandard.fr
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Product specifications

Includes a chain eye: No

Integrated electronics: No

Low-pressure model: No

Material: Metal

Material quality: Brass

Max. flow rate at 3 bar (l): 3.8

Max. flow rate at 3 bar (l) for all 
outlets: 

3.8

Max. flow rate at 3 bar (l) for 
spout: 

3.8

Operating method: Manual

PVD technology: No

SmartShine: Yes

Spout model: Fixed

Surface cover: chromium-plated

Surface finish effect: glossy

Tap outlet model: Aerator

Tap outlet visibility: Hidden

Tap outlet adjustable: No

Tap outlet is anti-vandal: No

Temperature limiter: Yes

Thermostatic: Yes

Touchless control: No

Type of handle: Clinic

With drain plug: No

With escutcheon(s): No

With handle(s): Yes

With outlet: Yes

With pull-out spray: No

With waste set: No

Fixing method: Shank fixation

Mounting method: Tap hole

http://www.idealstandard.fr
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Your local contact:

Ideal Standard Skandinavia ApS 
Fynsvej 9 
5500 Middelfart (Denmark) 

+45 75 84 10 10
www.idealstandard.dk

http://www.idealstandard.fr

