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CONTOUR 21 A4130AA

CONTOUR 21 | Exposed shower mixer 207x197x192 mm in chrome finish, 25 l/min (3 bar) 
| Sequential cartridge, Thermostatic function, Water & Energy savings, TMV3 approved, 
SmartShine

Every effort is made to ensure that the information provided is accurate. However, we cannot guarantee this, and accept no liability for any incorrect 
information.

Date created: 03/2024

 

General information

Product type: Shower mixers

Sub product type: Exposed shower mixer

Brand: Armitage Shanks

Suite name: CONTOUR 21

Designer: Artefakt

Colour: AA - Chrome

Surface finish effect: glossy

Height (mm): 192

Width (mm): 207

Length / Projection (mm): 197

Fixing method: S-coupling

Net weight (kg): 2.65

EAN code: 4015413305020

Operating pressures from 0.2 bar to 5.0 bar. Meeting the requirements of the 
NHS Model Engineering Specification-D 08 for Type 3 valves. Inlet isolation 
valves allow front of panel servicing. Flow rate 8.5 litres per minute at 0.2 bar.

Features

Sequential cartridge Thermostatic function

Water & Energy savings TMV3 approved

SmartShine

Downloads

• EPD • Installation Guide

• Spare Parts List

Product standard & certifications

WRAS certificate name: 1801705

TMV3 certificate name: NSF2233/0720

Product specifications

Amount of escutcheon(s): 2

Amount of handles: 1

Colour code: AA

Colour description: chrome

Cool Body technology: No

ON / OFF S-Connectors: No

Flushing time adjustable: No

Handle application: Volume control

Handle position: Front

Image & drawing

https://asset-singular.idealstandard.com/singular/assets/A4130/IS_Multisuite_Multiproduct_EPD_NN_Environmental-ProductDeclaration;DualControlAndThermostaticFittings;EPD-IDE-20230198-IBB1-EN.pdf
https://asset-singular.idealstandard.com/singular/assets/A4130/ASH_Contour21_A4130AA_IGuide_NN_A866449CONTUR21A4130;InstallationManual;InstallationGuide;InstallationInstructions.pdf
https://asset-singular.idealstandard.com/singular/assets/A4130/ASH_Contour21_A4130_SparesL_GB.pdf
http://www.idealstandard.fr
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Product specifications

Material: Metal

Material of handle: Metal

Material quality: Brass

Max. flow rate at 3 bar (l): 25

Max. flow rate at 3 bar (l) for all 
outlets: 

25

Max. flow rate at 3 bar (l) for 
spout: 

25

Noise reduced S-Connectors: No

PVD technology: No

Shape of escutcheon(s): Round

Shower hose connection thread: G 1/2

SmartShine: Yes

Surface cover: chromium-plated

Surface finish effect: glossy

Thermostatic: Yes

Type of handle: Pin

Type of temperature control: Thermostatic

With S-couplings: Yes

With escutcheon(s): Yes

With handle(s): Yes

With handspray set: No

With head shower: No

With shower kit: No

Fixing method: S-coupling

Mounting method: Wall

http://www.idealstandard.fr
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Your local contact:

Ideal Standard Skandinavia ApS 
Fynsvej 9 
5500 Middelfart (Denmark) 

+45 75 84 10 10
www.idealstandard.dk

http://www.idealstandard.fr

