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CONNECT AIR A7052GN

CONNECT AIR | Rim mounted bath & shower mixer 229x147x139 mm, 106 mm spout 
projection in silver storm finish, 20.5 l/min (3 bar) | Click technology, EPD, FirmaFlow, PVD 
technology

Every effort is made to ensure that the information provided is accurate. However, we cannot guarantee this, and accept no liability for any incorrect 
information.
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General information

Product type: Bath & shower mixers

Sub product type: Rim mounted bath & shower mixer

Brand: Ideal Standard

Suite name: CONNECT AIR

Designer: Ideal Standard

Colour: GN - Silver Storm

Surface finish effect: satin

Height (mm): 139

Width (mm): 229

Length / Projection (mm): 147

Fixing method: Shank fixation

Net weight (kg): 3.69

EAN code: 4015413347105

Suitable for balanced supplies. Inlets 3/4“ BSP male coned for copper. 
Supplied with brass back nuts. Consideration should be given to safe hot 
water delivery and the use of an appropriate temperature reduction device, 
please see A5900AA (for use with 15mm pipework) or A5901AA (for use with 
22mm pipework). Unregulated flow rate for bath fill 15 litres per minute at 1 
bar and 25.5 litres per minute at 3 bar.

Included products

BC774GN: IDEALRAIN | Single function handspray 25x25x198 mm in silver 
storm finish, 8 l/min (3 bar)

A3330GN: IDEALRAIN | Shower hose 1600 mm in silver storm finish

B960925GN: Shower bracket

Features

Click technology EPD

FirmaFlow PVD technology

Downloads

• EPD • Installation Guide

Product specifications

Amount of handles: 1

Colour code: GN

Colour description: silver storm

Cool Body technology: No

ON / OFF S-Connectors: No

FirmaFlow cartridge: Yes

Flushing time adjustable: No

Handle application: Volume & temperature control

Handle position: Top

Image & drawing

https://asset-singular.idealstandard.com/singular/assets/A7052/IS_Multisuite_Multiproduct_EPD_NN_Environmental-ProductDeclaration;SingleLeverMixer;EPD-IDE-20220322-IBB1-EN.pdf
https://asset-singular.idealstandard.com/singular/assets/A7052/IS_ConnectAir_Multiproduct_IGuide_NN_A7051;A7052;A868985.pdf
http://www.idealstandard.fr
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Product specifications

Material: Metal

Material of handle: Metal

Material quality: Brass

Max. flow rate at 3 bar (l): 20.5

Max. flow rate at 3 bar (l) for all 
outlets: 

8/20.5

Max. flow rate at 3 bar (l) for 
handspray: 

8

Max. flow rate at 3 bar (l) for 
spout: 

20.5

Max. operating pressure (bar): 10

Min. operating pressure (bar): 0.5

Noise reduced S-Connectors: No

PVD technology: Yes

Shower hose connection thread: G 1/2

Spout model: Fixed

Surface cover: plated

Surface finish effect: satin

Tap outlet model: Aerator

Tap outlet visibility: Visible

Temperature limiter: Yes

Type of handle: Lever

Type of temperature control: Manually operated

With S-couplings: No

With check valve: Yes

With diverter unit: Yes

With escutcheon(s): No

With handle(s): Yes

With handspray set: Yes

With head shower: No

With outlet: Yes

With shower kit: No

Fixing method: Shank fixation

Mounting method: Rim

http://www.idealstandard.fr
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Your local contact:

Ideal Standard Skandinavia ApS 
Fynsvej 9 
5500 Middelfart (Denmark) 

+45 75 84 10 10
www.idealstandard.dk

http://www.idealstandard.fr

